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How to set up the LoxoneDrivers

(LoxoneConfig 11.0 and higher)

1. Add a user in the Loxone-Config

The user needs following Rights/Blocks (Internal & external access):

o Web Interface/Apps
e Lighting Controller
e Intelligent Room Controller

2. Download the folder LoxoneC4Driver

3. Create the Light/IRC-drivers

LoxeneC4DriverCreator it

LoxoneC4DriverCreator

Ip/Domian/Srn
Port

PortTLS
Username

CA\Users\, \Documents\Control4\Dr

Open LoxoneC4Integration03/LoxonelLightDriver04/LoxoneC4DiverCreator.exe and follow the instructions.
Ip/Domain/srn: e.g. 10.10.10.10, testserver.loxone.com, XX:XX:XX:XX:XX:XX
Port (TLS): e.g. 443 (must be the ssl port, internal)

Port (HTTP): e.g. 80 (must be the http port, internal)

Locations Discovered My Drivers Search

Username: Is the username of the user you created in step 2. | -
Password: Is the password of the user (step 2.) tL°°a' Orline [ Corties Oty ClearSearch

ategory:

- Al Categories — ~
When you see “Driver created. (press a key to exit)”, you can exit the Type: ’
program and go to - Al Types - =

Manufacturer:
LoxoneC4Integration03/LoxoneLightDriver02/Drivers. Copy all files Loxone v
from this folder to the Control4-driver-folder .\Control4\Drivers\ . Control Wethod: [iNArods Tt [Edaxnce v
Now add the drivers to your Control4-project, start with the t??‘“_f”eugm

controllers and finish with the communicator. LoxoneLightDriver_LoxoneBasecamp_15b

Loxone
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(If the properties do not change correctly, try to add the driver with the UpdateManager)

After you have added all drivers go to the LoxoneCommunicator and choose a device name and change
the settings of the other controllers/drivers to what you need them to be.

Light-Driver: Go to Agents in the Composer and add Advanced Lightning

S Lighting Sce Add... Copy = Rename @ Delete

S List Room
day
o o o evening
: off
ngb

Add the moods/Lightning Scenes that you want to use in Control4 and set the Room Visibility (no need for
configuration) (max. 10 moods/driver)

Light-Driver: Go to Programming and set up the events and action

Now we will synchronize the Advanced Lighting Agent with our Control4-Driver, go to the
LoxonelLightDriver and select the Actions-tab (System Design), click on ShowEventMap. You will see a list
that matches Event-ids to mood-ids and names.

ACTION: ShowEwventMap

EwventID 1: 1, day
EventID 2: 2, ewvening
EventID 3: 3, rgb
EwventID 4: 778, off
EwventID 5: 5, tw

P

Description: EventID <event-ld>: <mood-ld>, <mood-name>

Select the LoxonelightDriver in DeviceEvents and select the event needed ChangeMood<event-id>, now
select Advance Lightning in Device Actions and select the mood-name that matches the event-id, drag and
drop the green arrow in the programming field.
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Go to Device Events and select Advanced Lightning and select the needed scene, go to the Device Actions
and select the LoxonelightDriver, select moodChange and enter the mood-Id, now match all
lightning-moods/scenes. (If you have the bug that you can not activate a Scene, select Is Invoked,
otherwise Becomes Active.) ( ShowEventMap[ Eventld <event-ld>: <mood-Id>, <mood-name>])

-2[] LoxoneLight Driver
+{4 Advanced Lighting
|+|@ Backup
+(4 Driver Update
<

LoxoneLightDriver Actions

E changes the mood

\dvanced Lighting Events

Scene: | day
O Is Invoked
(O Becomes Active
(O Becomes Inactive

Commands | Conditionals | Loops
(® Device Specific Command

moodChange v

|mood |3 :

You can program buttons for changing the moods, go to the room and select Commands and then a

button on your remote.

Now go to Action, select the LoxonelLightDriver and select moodPlus or moodMinus.
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After you have configured the driver, it should be ready to use.

If the driver is not working correctly, turn on the debug mode, when the debug mode is on, do not switch

between moods fast.
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® Preparation for release



