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SDM630 V2 100A Series

and SDM630Mbus-2T 

Both pulse constant and pulse width are
configurable through set-up menu or communication. 
Refers to section 4.3 

(This information is for reference only, in
kind prevail.)

Current THD% for 
each phase

*For SDM630-2T V2 and
SDM630Mbus-2T

Tariff 1~4 reactive energy

Tariff 1~2 reactive energy

*For SDM630-2T V2 and
SDM630Mbus-2T

Tariff 1~4 active energy

Tariff 1~2 active energy

SDM630-2T V2 2 Tariffs
(dual source)

4 Tariffs 
(RTC)

SDM630-Mbus-2T
2 Tariffs

(dual source)

Communication

SDM630-Pulse V2, , SDM630-MT V2, SDM630-Mbus V2,
SDM630-Modbus V2, SDM630-Standard V2, SDM630-2T V2, 
SDM630-Mbus-2T.

NO

NO

NO

NONO

The SDM630 100A V2 series meters have 7 models:

RS485 Modbus

RS485 Modbus

RS485 Modbus

RS485 Modbus

kWh/kVArh, kW/kVAr, kVA,
P, F, PF, dmd, V, A, THD, etc.

kWh/kVArh

kWh/kVArh, kW/kVAr, kVA,
P, F, PF, dmd, V, A, THD, etc.

kWh/kVArh, kW/kVAr, kVA,
P, F, PF, dmd, V, A, THD, etc.

kWh/kVArh, kW/kVAr, kVA,
P, F, PF, dmd, V, A, THD, etc.

kWh/kVArh, kW/kVAr, kVA,
P, F, PF, dmd, V, A, THD, etc.

kWh/kVArh, kW/kVAr, kVA,
P, F, PF, dmd, V, A, THD, etc.

Mbus
EN13757-3

Mbus
EN13757-3

From the set-up menu, 

use          and           buttons 

to find the setting page.

Baud rate range for Modbus RTU: 2.4k, 4.8k, 9.6k, 19.2k, 38.4k.
For Mbus: 0.3k, 0.6k, 2.4k, 4.8k, 9.6k.

*If the Modbus / Mbus protocol document is required, please
contact us for it. 

4.2.1 RS485/Mbus Primary Address
Not for SDM630-Pulse V2

4.2.2 Mbus Secondary Address

(The range is from 001 to 247 for Modbus 
and 001 to 250 for Mbus)

or Mbus primary address



 Zhejiang Eastron Electronic Co.,Ltd.
No.1369 , Chengnan Rd. 
Jiaxing, Zhejiang, China 

Email:sales@eastrongroup.com
Web:www.eastrongroup.com

Tel:86 573 83698881/83698882 

Tel:86 573 83698883 

5.  8 Declaration of Conformity(for the MID 

We Zhejiang Eastron Electronic Co.,Ltd.

Declare under our sole responsibility as the manufacturer that the 

poly phase multifuntion electrical meter “SDM630 100A series”  

 correspond to the production model described in the EU-type   

  examination certificate and to the requirements of the Directive    

  2014/32/EU EU type examination certificate number 0120/SGS0151.  

 Identification number of the NB0598  

approved version meter only) 

MID

SDM630-2T V2 

SDM630-2T V2 

2T/230V  

SDM630-Mbus-2T 

the
selection

Press          to confirm the 

selection.

DH-SMS-0100

7.4 Terminals Capacity and Screw Torque

Terminals

0.5~1.5mm² 0.4Nm

4~25mm² 3Nm

X

COMM/Pulse/2T

Load
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