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A5

A15

150
180

190C6 & R6

PHASE

Type
Nom./music power (W)

Frequency response (Hz)
Efficiency (dB/1W/1m)
Speaker           Tweeter

 Midrange
 Woofer

Impedance (Ω)
Dimensions (HxWxD) in cm

Weight (kg)
Finish

C6 / R6

2-way closed
110/150
48...55.000
88
aluminium ribbon
-
2x 155 mm Ø
8
44,4 x 18,5 x 12,0
6,7
black high gloss
white high gloss

The series consists of four wall/ ceiling loudspeakers (on-wall), 
two add-on speaker for a three dimensional  sound experience 
and a dipol/bipol loudspeaker. On demand, models 150, 180, 
190 and R6/C6 can be integrated completely with the optional 
accessories.

The PHASE-Series offers various opportunities for living space 
sound design. In combination with a subwoofer or in addition  
to floor standing loudspeakers you will make your living room 
a thrilling home cinema or concert hall - in an instant.

A 5

1-way closed
40/70
80...20.000
85
155 mm Ø fullrange
-
-
8
15,7 x 17,8 x 26,0
2,4
black
white

180

2-way closed
90/130
40...38.000
87
25 mm Ø  alu. domee
-
180 mm Ø Tit.-PP
4
40,9 x 22,5 x 12,2
5,36
black silk gloss
white silk gloss

150

2-way closed
60/90
55...38.000
85
25 mm Ø  alu. dome
-
155 mm Ø Tit.-PP
4
30 x 18,5 x 10,3
3,46
black silk gloss
white silk gloss

190

2-way closed
110/150
48...38.000
88
25 mm Ø  alu. dome
-
2x 155 mm Ø Tit.-PP
8
44,5 x 18,5 x 12
5,78
black silk gloss
white silk gloss

A15

1-way closed
50/80
70...20.000
84
155 mm Ø fullrange
-
-
8
17 x 16 x 23
3,5
black high & silk gloss
white high & silk gloss

Die PHASE-Ser ie

S P E C S  A N D  F A C T S
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S P E C S  A N D  F A C T S

FACTS OF THE AD-ON SPEAKER PHASE A5, A15
· For indirect sonication in 3D-sound network
· Compact housing with powerful broadband membrane
· Inclination adjustable with feet for PHASE A15
· Also adaptable as wall speaker for direct and indirect  
 sonication

FACTS PHASE 150,180,190, R6/C6
· Very flat construction for wall-/ceiling installation
· Same, high-quality chassis mounting of the 
 PHASE 150,180,190 as in the RHODIUM-series
· Same, high-quality chassis mounting of the 
 PHASE R6/C6 as in the CHROMIUM-Style-series
· Applicable as center-/ceiling- or rear speaker
· PHASE C6 for horizontal, R6 for vertical usage
·  With optional accessories Mount OW 150/180 PHASE 

products can installed at walls and ceilings

· PHASE 150, 180, 190 are perfect completitions for 
 products of ARGENTUM, RHODIUM and ASCENT series.
· PHASE R6/ C6 are ideal for CHROMIUM STYLE, 
 PLATINUM products and smaller AURUM solutions.
· The PHASE 150 and 180 are stand-alone capable.

The PHASE-Ser ies


